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AT-Link Self-Production Instructions

This document introduces the required resources and procedures for AT-Link self-production by users.

Resources

1. The firmware required for production is provided with users in the form of offline project (.atcp). Users have
to obtain AT-Link, AT-Link+, AT-Link-ISO, AT-Link-ISO+ or AT-Link-Pro that save offline project files before
starting production by themselves.

2. Purchase the main chip as needed:

a) AT-Link, AT-Link+, AT-Link-ISO or AT-Link-ISO+:

AT32F403ACGT7 (silicon version B (and above) chip must be selected for AT-Link+ or AT-Link-ISO+)

b) AT-Link-EZ:

Purchase the main chip AT32F403ACCT7 and the corresponding MCU to produce AT-START.

Production procedures

1) Download ICP Programmer from Artery’s official website, and connect to the AT-Link with offline

programming function.

File  J-Link settings | AT-Link settings | Target Language Help

Disconne | |Traget device connection Failed! | ? |_ ?
ct | AT-Link Plus FW:V2.2.0 AIN: A6200588A8117C11 -
ATLink || AT-Link SN: 697A59030040947413078D07  (WinUSB) ?&- 4 £ jj

2) Click on “AT-Link settings” and select “AT-Link offline config settings”; then click on “Open project file” and

select the corresponding offline project .atcp file; finally, click on “Save project to AT-Link”.
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IIv AT-Link Setting - >
AT-Link settings  AT-Link offline config setings  AT-Link offine download status
Offline project v Delete Creat
Projectname |AT_Link Device AT32F403A Universal
No.  File name File size Address range(0x) Storage locat... Add
1 AT_Link.bin 262144 08000000—-0803FFFF
< >
Erase the sectors of file size
0
ase erface | SWD
ala \OpﬁonElyles.Din
Software serial number(SN) SpIM settings sLib settings
0BOFF800
00000001
00000001
Open project file Save project to AT-Link Close

3) Click on “AT-Link offline download status” and select the project file saved in step 2; then, click on “Save

and activate”.
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AT-Link seftings  AT-Link offline config seftings AT-Link offline download status

. ftem:
AT_Link ~ || Save and activate

Download interface:

Activated project AT_Link
Total downloads: Unlimited
Downloaded times: (0 Successful downloads: [0
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4) Operate the AT-Link main chip required for offline programming.




