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Introduction

This sample code demonstrates how to use TMR1 to simultaneously output 7-channel PWM

Applicable products:

Product series AT32F4xx

List of major peripherals used:

Peripherals TMR
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1 Quick start
1.1 Hardware resources

1) AT-START-F403A V1.0 evaluation board
1.2 Software resources

® This demo is written based on AT32F403A, and BSP version
AT32F403A_407_Firmware_Library_V2.x.x

® This demo demonstrates how to configure TMR1 peripheral to generate seven PWM signals at
a frequency of 17.57 KHz, with four different duty cycles, namely 50%, 37.5%, 25% and
12.5% for channel 1, 2, 3 and 4 respectively.

® Calculation format for TMR1_Period value:
TMR1_Period = (system clock / 17570 ) - 1;

® (Calculation format for TMR1_Pulse value:
TMR1_Pulse =duty cycle* (TIM1_Period-1) /100

® TIM1 waveforms can be displayed through an oscilloscope

1.3 Example case
1) Connect TMR1 output channel to oscilloscope or logic analyzer to view different waveforms.
The pins corresponding to TMR1 output channels are as follows:

2) TMR1_CH1 pin (PA.08)

3) TMR1_CH1C pin (PB.13)

4) TMR1_CH2 pin (PA.09)

5) TMR1_CH2C pin (PB.14)

6) TMR1_CH3 pin (PA.10)

7) TMR1_CH3C pin (PB.15)

8) TMR1_CH4 pin (PA.11)
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IMPORTANT NOTICE — PLEASE READ CAREFULLY

Purchasers are solely responsible for the selection and use of ARTERY’s products and services, and ARTERY assumes no liability

whatsoever relating to the choice, selection or use of the ARTERY products and services described herein

No license, express or implied, to any intellectual property rights is granted under this document. If any part of this document deals with any
third party products or services, it shall not be deemed a license granted by ARTERY for the use of such third party products or services, or
any intellectual property contained therein, or considered as a warranty regarding the use in any manner of such third party products or

services or any intellectual property contained therein.

Unless otherwise specified in ARTERY’s terms and conditions of sale, ARTERY provides no warranties, express or implied, regarding the
use and/or sale of ARTERY products, including but not limited to any implied warranties of merchantability, fitness for a particular purpose

(and their equivalents under the laws of any jurisdiction), or infringement on any patent, copyright or other intellectual property right.

Purchasers hereby agree that ARTERY’s products are not designed or authorized for use in: (A) any application with special requirements
of safety such as life support and active implantable device, or system with functional safety requirements; (B) any aircraft application; (C)
any aerospace application or environment; (D) any weapon application, and/or (E) or other uses where the failure of the device or product
could result in personal injury, death, property damage. Purchasers’ unauthorized use of them in the aforementioned applications, even if
with a written notice, is solely at purchasers’ risk, and Purchasers are solely responsible for meeting all legal and regulatory requirements in

such use.

Resale of ARTERY products with provisions different from the statements and/or technical characteristics stated in this document shall
immediately void any warranty grant by ARTERY for ARTERY’s products or services described herein and shall not create or expand any

liability of ARTERY in any manner whatsoever.

© 2023 Artery Technology -All rights reserved
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