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SEGGER J-Link V6.34c - Flash download (1024 KEB)

Compare [N AO R .00

Erase 125% 1.6E5s
Program | 0.0%
Verify | 0.0%
Eraszing range 0x08020000 - 02080207FF [1 sector, 2 K.B] 1.665s
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JLink info:

DLL: WVé6.14b, compiled Mar 9 2017 08:46:04
Firmware: J-Link V9 compiled Sep 26 2017 17:01:02
Hardware: V2.20

Feature (=) : GDB, RDI, FlashBP, FlashDL, JFlash

* JLink Info: Found SWD-DF with ID Ox2ZBAO1477

* JLink Info: 5SWD speed too high. Reduced from 12000 kHz to 8100 kHz for stability
* JLink Info: AP-IDR: 0x24770011, Type: AHB-AP

# JLink Info: AHB-AP ROM: OxEOQOOFF000 (Base addr. of first RCM table)

# JLink Info: Found Cortex-M4 rOpl, Little endian.

* JLink Info: FPUnit: & code (BP) slots and 2 literal slots

# JLink Info: CoreSight components:

= JLink Info: ROMTbl 0 @ EOQOFFOOQO

* JLink Info: ROMTbl O [0]: FFFOF00OO, CID: B10O5E00D, PID: OO0O0BBOOC SC3
# JLink Info: RCOMTbl 0 [1]: FFFO02000, CID: Bl1OSEQOD, PID: OQOO03BEOODZ2 DWT
* JLink Info: ROMIbl 0 [2]: FFFO03000, CID: El1O0SEQOD, PID: 0O02BEOO3 FFPB
# JLink Info: RCOMTbl O [3]: FFFO01000, CID: B1OSEQOD, PID: OQO03BBOO1 ITH
* JLink Info: RCMIbl 0 [4]: FFF<41000, CID: B105200D, PID: 0Q00BESAl1l TFPIU
* JLink Info: ROMTbl O 5]: FFF42000, CID: B105%00D, PID: OO0O0OBB925 ETM

RCMTablelddr = OxEQOFFO00

=*JLink Warning: 5_RESET_5T not cleared

#%#JLink Warning: CPU did not halt after reset.

#%JLink Warning: CPU could not be halted

* JLink Info: Core did not halt after reset, trying to disable WDT.
#%#JLink Warning: CPU did nmot halt after reset.

**JLink Warning: CPU could not be halted

Target info:

Device: AT32F403ZE

VIarget = 3.264V

State of Pins:

TCK: 0, TDI: 1, TDO: 1, TMS: 1, TRES: 1, TRST: 1
Hardware-Breakpoints: &

Software—-Breakpoints: 8192

Watchpoints: 4

JITAG speed: 6000 kH=z

Erase Done.

Programming Done.

Verify OK.

Application running ...

Flash Load finished at 15:00:24
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SEGGER J-Link V6.34c - Flash download (1024 KB)
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Frogram | 00%
Yerify | 0.0%

Erazing range Ox08020000 - 0x080207FF (1 zectar, 2 KB 1.6R5:
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